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NOTE: Delete, revise, or add to the text in this
section to cover project requirenents. Notes are
for designer information and will not appear in the
final project specification.

Thi s broadscope section covers data, nornally
submitted for project record and facility

mai nt enance. This section nust be coordinated with
the project requirenents and the technical sections.
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PART 1 GENERAL
1.1 SUMVARY

The requirenents of this Section apply to, and are a conmponent part of each
section of the specifications.

1.2 REFERENCES
Not Used

1.3 SUBM TTALS
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NOTE: Review subnmittal description (SD) definitions
in Section 01330 SUBM TTAL PROCEDURES and edit the
following list to reflect only the submttals
required for the project. Subnmittals should be kept
to the mininumrequired for adequate quality
control. Include a columar list of appropriate
products and tests beneath each submittal

descri ption.
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The followi ng shall be submitted in accordance with Section 01330 SUBM TTAL
PROCEDURES i n sufficient detail to show full conpliance with each section
of the project's specification:

SD-01 Preconstruction Submttals
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The followi ng shall be submitted in accordance with paragraph
entitled, "General," of this section.

Repr oduci bl e Drawi ngs
CAD Syst em Drawi ngs

SD- 02 Shop Drawi ngs

As-Built Drawi ngs shall be submtted in accordance w th paragraph
entitled, "General," of this section.

SD- 03 Product Data

Spare Parts Data shall indicate manufacturer's nanme, part nunber,
nomencl ature, and stock | evel recomended for naintenance and
repair. List those itens that may be standard to the nornal

mai nt enance of the system

SD-07 Certificates

A Work Plan shall be submitted in accordance with paragraph
entitled, "General," of this section.

SD- 08 Manufacturer's Instructions

The followi ng shall be submitted in accordance with paragraph
entitled, "General," of this section.

Preventative M ntenance and Condition Mnitoring (Predictive
Testing) and Inspection schedul es shall be subnmitted by the
Contractor with instructions that state when systens should be
ret ested.

Schedul e shall define the anticipated | ength of each test, test
appar at us, nunber of personnel identified by responsibility, and a
testing validation procedure permitting the record operation
capability requirenents. Each test feature; e.g., gpm rpm ps
liter per second, rpm Kkilopascal, shall have a signoff blank for
the Contractor and Contracting Officer. A renmarks colum of the
testing validation procedure shall include references to operating
limts of tine, pressure, tenperature, volunme, voltage, current,
accel eration, velocity, alignment, calibration, adjustnents,

cl eani ng, or special systemnotes. Procedures for preventative
mai nt enance, condition nonitoring (predictive testing) and

i nspection, adjustnment, lubrication and cl eaning necessary to
prevent failure shall be delineated

Posted Instructions
SD-10 Operation and Mai ntenance Data
Operation and Mai ntenance Manual s shall be subnitted in accordance

with paragraph entitled, "Operation and Mii ntenance," of this
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1

4

secti on.

GENERAL

Repr oduci bl e Drawi ngs and CAD System Draw ngs shall be submitted as foll ows:

[ ] [Three] reproducible copy(s) of each draw ng, product data
record, or log] [[5.25] | ] CAD system fl oppy di sk showi ng each
drawi ng, product data record, or log] shall be submtted for historica
record

Fi nal draw ngs shall incorporate contract changes and plan devi ations.
Lines, letters, and details will be sharp, clear, and legible
Additions or corrections to the drawings will be drawn to the scale of
the original drawing. One copy, marked with review notations by the
Contracting O ficer, will be returned to the Contractor. Draw ngs are
to be resubmitted within | ] [30] cal endar days after the

conpl etion of the representative work effort.

Docunents shall be current. Contractor shall not conceal record
infornmation until as-built draw ngs have been made. Record draw ngs
shal|l be subnitted with a transmttal |etter containing date, project
title, Contractor's nane and address, docunent list, and Contractor's
si gnature.

As-Built Draw ngs shall be subnmitted under the following criteria:

In order to mininze the time for final paynment at the conpletion of
the project, the Contractor shall update the as-built draw ngs every
nonth with the Contracting Officer's authorized representative. This
update will be a part of "the nmonthly request for paynent neeting," and
paynent--or a portion of the paynent, including final paynent--may be
wi thhel d until the as-built drawi ngs have been updated, and accepted by
the Contracting O ficer.

After conpletion of all construction and before final payment is made
under this contract, the Contractor shall provide the Contracting
Oficer with [one conplete set of tracings on nylar of the full size
contract drawi ng, and one conplete full size reproduction, on paper, of
these tracings] [one conplete set of contract drawings in sepia

mar ked- up reproduci bl e bl ackline, and one full size reproduction, on
paper, of narked-up sepias. (Contracting Oficer will provide origina
contract sepias for this purpose.)] [one conplete set of full size blue
line contract drawings with alterations shown in red pencil] [one

conpl ete set of CAD systemdrawings with all changes clearly
identifiable on the computer screen along with one hard copy of the
sanme (with advance permi ssion given by the Contracting Oficer)].

Preventative Miintenance and Condition Mnitoring (Predictive Testing) and
I nspection schedul es shall be submitted by the Contractor with instructions
that state when systens should be retested.

Schedul e shall define the anticipated | ength of each test, test apparatus,
nunber of personnel identified by responsibility, and a testing validation
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procedure pernitting the record operation capability requirenents. Each
test feature; e.g., gpm rpm psi liter per second, rpm Kilopascal, shal
have a signoff blank for the Contractor and Contracting O ficer. A remarks
colum of the testing validation procedure shall include references to
operating limts of tine, pressure, tenperature, volune, voltage, current,
accel eration, velocity, alignnment, calibration, adjustnents, cleaning, or
speci al systemnotes. Procedures for preventative naintenance, inspection
adjustrent, lubrication and cl eaning necessary to mninize corrective

mai nt enance and repair shall be delineated.

Repair requirenents shall informoperators how to check out, troubleshoot,
repair, and replace components of the system Instructions shall include
el ectrical and nechani cal schematics and di agrans and di agnostic techni ques
necessary to enabl e operation and troubl eshooting of the systemafter
accept ance.

A Work Plan shall be subnmitted to the Contracting O ficer for project

closeout. Plan shall include all schedul ed i nspections, instruction
cl asses, items, closeout dates for all functions, and shall list the
requi red Governnent and Contractor personnel that will be taking part in

t hese functions.

Posted Instructions shall be submtted by the Contractor with | abels,
signs, and tenplates of operating instructions that are required to be
nounted or installed on or near the product for normal, safe operation

Contractor shall submit [6] [ ] copies of the project operation and
mai nt enance manual s 30 days prior to testing the systeminvolved. Data
shal | be updated and resubmitted for final approval no |later than 30 days
prior to contract conpletion

Spare Parts Data shall indicate manufacturer's nane, part nunber,
nonencl ature, and stock | evel required for mai ntenance and repair. List
those itens that may be standard to the nornmal mai ntenance of the system

Contractor shall supply | ] itens of each part for spare parts
i nventory. Provision of spare parts does not relieve the Contractor of
responsibilities listed under the contract guarantee provisions.

PART 2 PRODUCTS

Not Used

PART 3 EXECUTI ON

3.

1 OPERATI ON AND NMAI NTENANCE

Qperation and Mai ntenance Manual s shall be consistent with the

manuf acturer's standard brochures, schematics, printed instructions,

general operating procedures, and safety precautions. |Information shall be
bound in manual fornmat and grouped by technical sections. Test data shal
be | egible and of good quality. Light-sensitive reproduction techni ques
are acceptable provided finished pages are clear, |egible, and not subject
to fading. Pages for vendor data and manual s shall have 0.3937-inch 10
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mllineter holes and be bound in 3-ring, |oose-leaf binders. Data shall be
organi zed by separate index and tabbed sheets, in a | oose-|eaf binder

Bi nder shall lie flat with printed sheets that are easy to read. Caution
and warni ng indications shall be clearly I|abeled.

Contractor shall subnmit classroomand field instructions in the operation
and nmai ntenance of systens equi pment where required by the technica

provi sions. These services shall be directed by the Contractor, using the
manuf acturer's factory-trained personnel or qualified representatives.
Contracting O ficer shall be given 7 days witten notice of schedul ed
instructional services. Instructional naterials belonging to the

manuf acturer or vendor, such as lists, static exhibits, and visual aids,
shal |l be nade available to the Contracting Oficer

-- End of Section --
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